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BITUMINOUS CLASS D PATCH 7
PAVEMENT CURB & GUTTER CURB & GUTTER REPLACEMENT (USED FOR PAVT. REPAIR
(AS NEEDED) AT C&G R/R)
HOT MIX ASPHALT SURFACE REMOVAL — 1 1/2” LEVELING BINDER (MACHINE METHOD/N 50, VARIES §" MIN. TO 17)
\_EXISTING BITUMINOUS
EXISTING TYPICAL SECTION HOT—MIX ASPHALT SURFACE COURSE, PAVEMENT
119TH STREET MiIX C, N50, 1 %’
PROPOSED TYPICAL SECTION
119TH STREET
HOT-MIX ASPHALT MIXTURE REQUIREMENTS
ITEM AC TYPE VOIDS
HOT—MIX ASPHALT SURFACE COURSE, MIX C, N50 (IL-9.5 mm), 1 1/2° PG 84-22 4% @ 50 GYR
LEVELING BINDER (MACHINE METHOD), NS0 (IL—9.5mm), VARIES 3/4" MIN. TO 1" PG 64-22% 4% © 50 GYR
DRIVEWAYS
HOT—MIX ASPHALT SURFACE COURSE, MIX C, N50 (IL-8.5 mm), 2" PG 64-22 4% @ 50 GYR
HOT—MIX ASPHALT BASE COURSE, 6" (HMA BINDER IL-19 mm) PG 64-22% 4% ® 50 GYR
PATCHING
CLASS D PATCHES, TYPE I, U, ll, 7" (HMA BINDER IL—19 mm) PG 64-22% 4% @ 70 GYR ILLINOIS DEPARTMENT OF TRANSPORTATION
HMA REPLACEMENT OVER PATCHES (BINDER IL-19 mm), 3" PG 64-22% 4% @ 70 GYR AEVETONG
e 119TH STREET
= STREET RESURFACING
NOTE: TYPICAL CROSS SECTIONS
1. THE UNIT WEIGHT USED TO CALCULATE ALL HOT-MIX ASPHALT SURFACE MIXTURE QUANTITIES IS 112 LBS/SY/IN.
2. *WHEN RAP EXCEEDS 20%, THE NEW ASPHALT BINDER IN THE MIX SHALL BE PG 58~22 VERT. NA
SCALE: | o NA DRAWN BY PS/RG
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